
STRIPE  PATTERNS

STRIPES
Stripes can be produced in a continuous repeated pattern on:    

Roll materials: 
Processed by running metre, Max width 160cm

Full Roll to roll continuous processing 

Leather  
Processed by half hides or pre-cut panels up to max 160cm wide

Pre-cut items
All Pre-cut items must allow for 1 extra complete stripe at the top and bottom edges of the 
cut panel. An allowance of 25mm on the side edges must be added for correct alignment of 

finished products.  Centre of top and bottom to be marked on each item.  

Bespoke Stripe patterns available on request.

SERVICES  OFFERED

Stripe Dimensions listed are taken from centre to centre of Perforation holes.

This page trims short - 190mm from fold
This page trims to A4 width with 4 x holes drilled. ‘Folded over’ page falls 20mm short to allow space in margin for holes and binder mech’

PERFORATION SERVICE 
FOR: LEATHER, VINYL
& ROLL MATERIALS
UNITED KINGDOM PROCESSING
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Disclaimer: 
Perforation patterns are intended for design purposes only. It is the end manufacturers responsibility to make sure that 

any items made using perforation patterns do not infringe the copyright or patents of other manufacturers. 

PIN STRIPE

Perf Stripe: 12.5mm
Plain Stripe: 10mm

Perf Stripe: 17.5mm
Plain Stripe: 5mm

Perf Stripe: 30mm
Plain Stripe: 12mm

Perf Stripe: 42.5mm
Plain Stripe: 15mm


